CONCRETE POURED IN PLACE PLANTER WITH DRAIN SLOTS

SECTION A-A

CONCRETE CURB, TYP.

PLANTING AREA

1/4" TALL CURB OR PAVER, TYP.

3/4" DRIP JOINT, TYP.

1/4" GAP BETWEEN CURB AND PAVERS TO ALLOW FOR WATER PERCOLATION FROM CURB, TYP.

PLAN

COBBLE STONE, BRICK OR PAVER EDGED PLANTING BED

SCALE: 1"=1'-0"

NOTES:

1. REFER TO S.F.M.'S LANDSCAPING GUIDELINES FOR DETAILED INFORMATION PERTAINING TO CURB TREATMENTS AND EDGING METHODS.

2. DETAILS SHOWN ARE EXAMPLES OF ACCEPTABLE CURB TREATMENTS. PROPERTY OWNER MAY OPT FOR OTHER OPTIONS FOR APPROVAL.

3. REFER TO S.F.M.'S LANDSCAPING GUIDELINES FOR DETAILED INFORMATION PERTAINING TO CURB TREATMENTS AND EDGING METHODS.

NOTES:

1. COBBLE, PAVER OR BRICK TYP. 1/2" MIN. EDGE JOINT TO BE BROKEN, COLOR TO BE APPROVED BY PROPERTY OWNER.

2. REFER TO S.F.M.'S LANDSCAPING GUIDELINES FOR DETAILED INFORMATION PERTAINING TO CURB TREATMENTS AND EDGING METHODS.

3. REFER TO S.F.M.'S LANDSCAPING GUIDELINES FOR DETAILED INFORMATION PERTAINING TO CURB TREATMENTS AND EDGING METHODS.

SCALE: NOT TO SCALE

COBBLE STONE, BRICK OR PAVER EDGED PLANTING BED

NOTE:

FINISH ALL EXPOSED CONCRETE SURFACES PER S.F.M. SECTION 411-12

3/4" CURB, MEDIUM BROWN FINISH, PERPENDICULAR TO PATH OF TRAVEL

DRAIN SLICE AT 3/4" O.C. SLOPE BACK OF 3" EXPANSION JOINT, TYP.

NOTE:

CONCRETE CURB, MEDIUM BROWN FINISH, PERPENDICULAR TO PATH OF TRAVEL.